


hpE
h

pE

2	 LAM lighting is a Philips group brand • 2930 South Fairview Street • Santa Ana • CA 92704-6598 • phone: 714-549-9765 • Fax: 714-662-4515 • www.lamlighting.com

A high performance reflector directs light out 
of the cove into the room. Saw tooth design 
minimizes light on the wall. Notching the 
reflector, combined with kicker reflectors and 
a diffuse white front edge minimizes socket 
shadow. 

HPE-T5-A HPE-T8-A

Project: Congregation Beth Yeshurun
Location: Houston, TX
Architect: Murphy Mears Architects
Photography: Vladimir Paperny
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fixture series distribution # of lamps type of lamp mounting length finish voltage options

A-asymmetrical
W-wash 
asymmetrical

HPE T5
T5HO

T8

CM-cove mount 2’
3’
4’
8’

GLV-gavlanized
SGW-semi-gloss white 
(refer to color chart in 
the Product Selection 
Guide for other 
standard colors)
CC-custom color

120
277 
Dual
347

(for 347-volt, 
T5HO is 

4’ only, no 
dimming 
available)  

example

project name:____________________________________  type:____________________________________   quantity:_ ______________________

order

hpE a 1 t5 CM 4 GLV 120 GLR– – – – – – – –

specifications

– – – – – – – –

GLR-GLR fuse and HLR holder
GMF-GMF slow blow fuse and  holder
EM5-LP400 or equal
EM6-LP500 or equal
EM7-LP550 or equal
EM8-LP600 or equal
DIM1-Advance Mark VII dimming
DIM2-Advance Mark X dimming
DIM3-Lutron ECO-10 dimming ballast
DIM4-Lutron Hi-Lume dimming ballast 
(T5HO only)
T5-5° tilt bracket
T10-10° tilt bracket
T15-15° tilt bracket
(see page 4 for emergency and dimming 
limitations)

Housing: 20-gauge galvanized steel housing and end plates. Optional tilt 
brackets allow 5°, 10° or 15° fixture tilting.
Reflector: Specular aluminum. Asymmetrical (A), or asymmetrical wash (W) 
distributions are available. Asymmetrical has a saw tooth reflector design 
and reduces brightness on the wall behind the fixture and minimizes socket 
shadow. Asymmetrical wash has no saw tooth reflector and washes the wall 
with light in addition to an asymmetrical distribution.
Mounting: Cove mount.
Electrical: Instant start, normal light output, high power factor, sound 
rated A electronic ballast is standard. T8 ballasts are 0.88 ballast factor for 
120 and 277- Volt. Ballast factor for T8, 347-Volt varies, consult factory. 
Ballast factor for T5 is 1.05 for 120 and 277-Volt and 0.95 for 347-Volt. 
Ballast factor for T5HO is 1.00.
Finish: Galvanized steel finish is standard. Housing can be painted semi-
gloss white or choose from a variety of standard colors on our color chart.
Certification: UL and CUL listed and IBEW labeled.

1

Due to a program of continuous improvement, LAM Lighting reserves the right 
to make any variation in design or construction to the equipment described.

cove mount cross section dimensions

Nominal length	  T5/T5HO	 T8
2’	 22 1/2”	 24 1/2”
	 572	 621
3’	 34 1/4”	 36 1/2”
	 870	 926
4’	 46 1/4”	 47 7/8”
	 1173	 1229
8’	 92 1/4”	 96 3/4”
	 2344	 2457

A

B

0° tilt 15° tilt

Cove Mount Cross Section Dimensions
Fixture	  A	 B
T5/T5HO	 5 3/4”	 2 7/8”
	 147	 74
T8	 5 7/8”	 3”
	 148	 77

T5/T5HO Tilt Dimensions
Tilt	  A	 B
5º	 6”	 3”
10º	 6 1/4”	 3 1/8”
15º	 6 1/2	 3 1/4”

T8 Tilt Dimensions
Tilt	  A	 B
5º	 6”	 3 1/8”
10º	 6 1/4”	 3 3/8”
15º	 6 1/2	 3 1/2”

length dimensions

For information on designing a cove and line of sight calculations, 
see hpd brochure in this section of the catalog.

A

B

HPE-A-T5 HPE-A-T8 HPE-W-T5 HPE-W-T8
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photometrics

DIMming and emergency power options

HPE-A-T5HO HPE-A-T8
175 165

155
145

135

125

115

105

95
90
85

75

3000

2500

2000

1500

1000

500

      0

500

90°

0°

Zonal Lumen Summary
			   % Fixture	 % Lamp
	 Zone	 Lumens	 Output	 Output
	 0-90°	 9	 0.3	 0.2
	90-180°	 3187	 99.7	 70.8
	 0-180°	 3196	 100.0	 71.0

		  0	 45	 90	 135	 180
 180°	 228	 228	 228	 228	 228
	175°	 334	 308	 248	 197	 174
	165°	 630	 520	 245	 122	 93
	155°	 984	 735	 231	 71	 53
	145°	 1359	 957	 211	 48	 58
	135°	 1860	 1192	 174	 48	 72
	125°	 2111	 1457	 145	 61	 92
	115°	 2179	 1597	 94	 64	 93
	105°	 1567	 1383	 62	 76	 105
	 95°	 459	 482	 23	 65	 67
	 90°	 42	 46	 13	 12	 10

Candela Distribution
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Zonal Lumen Summary
			   % Fixture	 % Lamp
	 Zone	 Lumens	 Output	 Output
	 0-90°	 3	 0.2	 0.1
	90-180°	 1828	 99.8	 59.9
	 0-180°	 1831	 100.0	 60.0

		  0	 45	 90	 135	 180
	180°	 300	 300	 300	 300	 300
	175°	 353	 338	 296	 275	 268
	165°	 498	 442	 285	 230	 211
	155°	 707	 543	 260	 182	 164
	145°	 971	 702	 224	 135	 115
	135°	 1116	 814	 177	 88	 79
	125°	 1071	 887	 134	 61	 62
	115°	 825	 734	 80	 42	 51
	105°	 565	 538	 33	 41	 56
	 95°	 128	 167	 7	 25	 30
	 90°	 9	 28	 5	 6	 0

Candela Distribution
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For sample applications see HPD brochure in this section of the catalog.

NOM. LENGTH 
(FT)

LAMP TYPE DIM1  
Mark VII

DIM2 
Mark X

DIM3 
ECO-10

DIM4 
Hi-lume

EM5 
LP400

EM6 
LP500

EM7 
LP550

EM8 
LP600

2

T5 (14W) No No Yes No No No No No

T5HO (24W) No No Yes Yes No No No No

T8 (17W) Yes Yes No No No No No No

3

T5 (21W) No No Yes No No No No No

T5HO (39W) No No Yes Yes No No No No

T8 (25W) Yes Yes No No No No No No

4

T5 (28W) No No Yes No No Yes Yes Yes

T5HO (54W) Yes Yes Yes Yes No No Yes Yes

T8 (32W) Yes Yes Yes No Yes No Yes Yes

8

T5 (28W) No No Yes No No Yes Yes Yes

T5HO (54) Yes Yes Yes Yes No No Yes Yes

T8 (32W) Yes Yes Yes No Yes No Yes Yes


